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FOREWORD 


This Indian Standard (Part 2) (Second Revision) was adopted by the Bureau of Indian Standards, after the draft 
finalized by the Apiary Industry Sectional Committee had been approved by the Food and Agriculture Division 
Council. 


Beehives are kept on stands to protect bee-colonies from ants and to protect hives from termites, etc. Besides, the 
stand is also required to protect the hive from standing rainy water. Beekeeping industry is now gradually switching 
over from stationary type to migratory type of beekeeping. Particularly while using bee-colonies for pollination 
of agricultural crops, these are migrated to farms for a short duration. Even in their permanent honey-flow sites, 
bee-colonies are required to be migrated locally for deriving maximum benefit of the flora. A portable stand, 
particularly a fixed one, therefore, forms an essential accessory of the beehive. The stand should be strong but 
light in mass and handy for easy transportation. 


This standard was first published in 1960 and revised in 1978. The first revision was carried out to issue both the 
types of stands, namely, folding type and fixed type in two parts. This standard covers fixed type beehive stand. 
The other part in the series is: 


Part 1 Folding type beehive stand 
In this revision, the following modifications have been incorporated: 


a) Scope has been extended to include A, B and C type of beehives; 
b) Modification in constructional details of the beehive stand; and 
c) Marking clause has been updated. 


For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, 
observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with IS 2 : 1960 
“Rules for rounding off numerical values (revised)’. The number of significant places retained in the rounded off 
value should be the same as that of the specified value in this standard. 
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1 SCOPE 


This standard (Part 2) prescribes the requirements for 
fixed type mild steel stand for keeping beehive Type A, 
Type B and Type C in the field. 


2 SIZE 


The size of the fixed type iron (mild steel) stand shall 
be as shown in Fig. 1. 


3 MATERIAL 


The fixed type stand shall be constructed from mild 
steel pipe of 40 mm diameter, 3 mm thickness and 
530 mm length. For the water trough 0.63 mm thick 
galvanized steel should be used. 


4 CONSTRUCTIONAL DETAILS 


4.1 It shall be mild steel made of rectangular angle 
stand 23 cm high (see Fig. 1). 


4.2 Angle Strip 


The thickness of the angle strip shall be 3.2 mm and 
width shall be 19 mm. 


4.3 Width of the Stand 


The width of the stand shall be equal to the width of 
the type of the hive being used in the region. It shall be 


356 mm, 356 mm and 376 mm for Type ‘A’ beehive 
with 10 frames for 7 mm, 8 mm and 9 mm bee space, 
respectively. It shall be 296 mm, 304 mm and 312 mm 
for Type ‘A’ beehive with 8 frames for 7 mm, 8 mm 
and 9 mm bee space, respectively. For 4 frames, the 
width of the stand shall be 176 mm, 180 mm and 
184 mm for 7 mm, 8 mm and 9 mm bee space 
respectively for Type ‘A’ beehives. For Type ‘B’ 
beehives with 10 frames, the width of the stand shall 
be 366 mm and 376 mm for 8 mm and 9 mm bee space, 
respectively; for 8 frames, the width shall be 304 mm 
and 312 mm, respectively, and for 4 frames, the width 
shall be 180 mm and 184 mm, respectively. For Type ‘C’ 
beehives, the width of the hive stand shall be 413 mm. 


4.4 Length of the Stand 


The length of the hive stand shall be 361 mm for Type 
‘A’, 431 mm for Type ‘B’ and 560 mm for Type ‘C’ 
beehive, respectively. 


4.5 All the four sides of the stand shall be welded 
properly at their ends and the four legs shall be welded 
to the rectangular frame, one at every vertex. 


5 SHAPE AND DESIGN 


The stand shall be, as far as possible, of the shape and 
dimensions as given in Fig. 1. 


STRIPTHICKNESS 
= 3-2 
ANGLE WIDTH = 
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6 WORKMANSHIP AND FINISH 


6.1 The stand shall be finished properly. The stand shall 
be symmetrical on both sides and shall stand firm on 
the ground. 


6.2 The stand should be suitably coated with protective 
paint. 


7 MARKING 


7.1 Each fixed type beehive stand shall be marked with 
the following particulars: 


a)  Manufacturer's name and the trade-mark; 


b) Year of manufacture; and 
c) Batch and serial or code number. 


7.2 BIS Certification Marking 


The product may also be marked with the Standard 
Mark. 


7.2.1 The use of the Standard Mark is governed by the 
provisions of the Bureau of Indian Standards Act, 1986 
and the Rules and Regulations made thereunder. The 
details of conditions under which the license for the 
use of the Standard Mark may be granted to 
manufacturers or producers may be obtained from the 
Bureau of Indian Standards. 


Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form 
without the prior permission in writing of BIS. This does not preclude the free use, in the course of 
implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. 
Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed 
periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are 
needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards 
should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of 


‘BIS Catalogue’ and ‘Standards : Monthly Additions’. 


This Indian Standard has been developed from Doc No.: FAD 3 (2005). 
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